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Specifications
Electrical Environmental
e Power Supply: e 34°Cto~+74°C(-29°F to +165°F)

12 to 24 VDC, 11 Watts (maximum)

_ e 0 to 95% relatrve humidity. non-
= Power consumption, current draw:

condensing, over the temperature range

12 VDC: 6W. 500 mA
24 VDC: TW. 290 mA
Dimensions Weight

(Height x Width x Length [3Ux 160 mm]) | | 015100 35)

e 130mm x 20 mm x 207 mm
(5.121n x 0.80 1n x 8.15 1n)

Video Communications
e Input: e RS-232 Supervisor communication via
, ) DB9 connector on front panel (9600 to
= Two channels, 750 1 Vpp, SMA 230K Baud)
connector _ 7
= PAL. CCIR. NTSC, or RS170 * Multi-drop. RS-485 Supervisor
« Output: communication on back
= 1 Vpp. BNC connector on front *
Regulatory:

= PAL or NTSC

C€

e CEEN 55022, EN 61000-6-1
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Indicators Function

POWER Activates upon power up.

TxD Indicates Phoemix 1s transmitting data.

RxD Indicates Phoemix 1s recetving data.

VIDEO 1/ Indicates presence of good video signal from each of two cameras.

VIDEO 2 Compostte video mputs (PAL, CCIE. NTSC, or RS170) enable the

Phoenix to process signals in real time from two video cameras.
READY Indicates the Phoenix processing software 1s runming.
OUTPUTS Shows current output status. On=Active. Off=Not Active.
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